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(57) ABSTRACT

Milk flow detecting method and device monitors a flow of
milk in a milk line which is connected to a teat cup and which
has an aeration opening, like in a milking device. For this
purpose, the milk filling level is monitored in a measuring
section of the line. If the variation therein is too little, the
absence of a flow, or at least an inadequate flow, is established.
If, additionally, a (sufficient) filling level is detected, it can be
concluded that there is an obstructed aeration opening.

7 Claims, 2 Drawing Sheets
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METHOD OF DETECTING A FLOW,
DETECTION DEVICE, AUTOMATIC
MILKING DEVICE AND COMPUTER
PROGRAM

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of PCT application num-
ber PCT/NL2011/000014 filed on 3 Mar. 2011, which claims
priority from Netherlands application number NL 1037835
filed on 29 Mar. 2010. Both applications are hereby incorpo-
rated by reference in their entireties.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a method of detecting a
flow of milk in a milk line which is connected to a teat cup
having a pulsator space and which has an aeration opening,
wherein the milk defines a filling level in a measuring section
of the milk line, wherein the method comprises applying a
milking vacuum in the milk line and a pulsating vacuum in the
pulsator space of the teat cup. Such a detection of a flow of
milk is of importance in a milking process.

2. Description of the Related Art

Document WO00/75610, which is hereby incorporated by
reference in its entirety, describes a method and system for
milk flow detection in a milking process, wherein a frequency
analysis is carried out on a flow signal, which frequency
analysis relates to the frequency of the pulsator.

This known method requires a fairly complex analysis
device. Additionally, this method has the disadvantage of
only being able to be active in a limited section of the milk
line, because the action of the pulsator, and in particular the
frequency thereof, should be found in a reliable manner in the
flow of milk. However, this will often be impeded by friction
of milk with the lines and by milk and admitted air flowing
together through the lines.

BRIEF SUMMARY OF THE INVENTION

This object is achieved by the invention by means of a
method of detecting a flow of milk in a milk line which is
connected to a teat cup having a pulsator space and an aera-
tion opening, wherein this method comprises:
measuring the filling level of the milk in the measuring
section at least during a first period of time;

determining a variation of the filling level measured at least
during the first period of time in the form of an indicator
number;

comparing the indicator number and a predetermined

threshold value, which threshold value is indicative of
the presence or absence of a flow of milk in the milk line.

The present invention makes use of the insight that, in the
case of milking processes in which milk is displaced by
pumping, irregularities in the flow of milk will occur, which
irregularities can be completely unrelated to the frequency
with which the pumping takes place. The irregularities indi-
cate that there is indeed a flow of milk. The degree of irregu-
larity is expressed in an indicator number, more details of
which will be given below. Said indicator number is subse-
quently compared with a threshold value, which has for
example been determined on the basis of calibration measure-
ments, in order to establish whether there is indeed a flow of
milk in the milk line. For example, in the case of amore or less
complete obstruction, no flow will take place and conse-
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quently no variation will occur. For this purpose, and in
general in the invention, it is not necessary to know the size of
the flow of milk, but only the filling level, which can be
determined in a very simple manner.

Document WO03/042637, which is hereby incorporated
by reference in its entirety, describes a method in which the
flow of milk is determined on the basis of the determining of
a cross-sectional surface area of a milk flow profile in a first
cross-section of a milk line, the recording of the same filling
level in a second cross-section of the milk line and the time
between said measurements, on the basis of which the rate of
flow can be determined, in which case the flow of milk is the
product of surface area and rate. This document does not
relate to the present problem of establishing whether there is
indeed a flow of milk. Moreover, the document cannot result
in the present invention, because, although it determines the
flow of milk volume at a plurality of moments and a total flow
of volume by integration, it still does not determine an indi-
cator number for the variation itself. And said variation is
exactly what is used in the present invention to determine
whether there is indeed a flow of milk. It should be noted that
WO03/042637, as a result of integration of a constant, pro-
vides a linearly increasing function of time, whereas the
present invention, as a result of a constant, provides an indi-
cation that there is no flow of milk.

A comparable method is also known from US patent appli-
cation US 2002/0148407 which is hereby incorporated by
reference in its entirety. However, this method has the same
drawback as the method of WO03/042637, because purely
the same filling level of a milk line in two cross-sections is
measured as well as the time between said measurements.

Inthe present invention, by filling level is meant in particu-
lar the (linear) level of the milk in the measuring section. For,
variations, wrinklings at this level are meant. Said level can,
for example, be determined by means of feelers, a vertical
range of optical or conductivity sensors or the like, ultrasonic
technique, etcetera. As an alternative for the linear level, a
quantity coupled to said level, such as the cross-sectional
surface area, which is also designated by “filling level”, can
also be determined. If this level varies, i.e. the surface area
varies, this is also an indication of the presence of a flow of
milk.

In embodiments, the determining of the indicator number
comprises the determining of one of the maximum variation,
the variance or the standard deviation of the filling level
measured at least during the first period of time. In particular,
the indicator number is found by dividing the result of the
determination by the average of said measured filling level.
Each of the above-mentioned manners has proved to be suit-
able to achieve a reliable indication, wherein the dividing by
the average filling level ensures a relative independence of the
actual filling level. It is pointed out that mathematical equiva-
lents thereof, such as a minimum size of a derived function
etcetera, are also supposed to fall within the scope of protec-
tion.

The method comprises in particular the step of milking a
dairy animal, during which milking run the filling level is
detected. In the case of milking it is of particular importance
to detect a flow of milk, in order to prevent that milking takes
place without milk being drawn. In particular, the so-called
blind milking may cause inconvenience, udder damage and
worse. However, the method can also be applied to, for
example, cleaning of the milking equipment, in which case
cleaning liquid or other liquid is pumped off through the teat
cup and the milk line. In that case, the absence of a flow of
milk may indicate, for example, an obstruction, or the
completion of the cleaning.
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In particular, the first period of time amounts to at least 20
seconds, advantageously to at least 30 seconds. Such a period
of'time appears to provide a reliable measurement in practice,
in particular in the case of milking processes. In the case of
other processes, in particular those with high rates of flow, a
shorter period of time can be taken as well.

In particular, the absence of a flow of milk is established if
the indicator number is smaller than the threshold value. In
this case, itis assumed that the flow of milk will not, or at least
not during the whole first period of time, be uniform to such
an extent that the indicator number will remain below the
threshold value. In particular, the method further comprises
the emission of a warning signal comprising the absence of a
flow of milk. In other words, this warning signal indicates an
absence of the flow of milk. It will also be obvious that no
variations can occur if there is no flow of milk at all. As
already indicated above, this is in particular of importance for
milking processes.

In particular, a filling level measurement is carried out at
regular intervals, and the variation is taken as the absolute
difference between two successive measurements. This can
be considered as an approach of the absolute value of the
derived function, and is also shown in, for example, FIG. 2. If
this absolute difference, at least for example averaged over
the first period of time, is below the threshold value, the
absence of a flow is established. Of course, it is also possible
to measure the filling level substantially continuously, in
which case, for example by geometric or other signal process-
ing techniques, the variation is determined, and, on the basis
thereof, the indicator number.

In embodiments, an obstruction of the aeration opening is
established if the indicator number is smaller than the thresh-
old value, and the filling level measured, in particular aver-
aged during the first period of time, is above a filling level
threshold value. These important embodiments make use of
the following insight. As known per se, during milking air is
admitted to enhance the flow of milk. For this purpose, there
is provided an aeration opening (bleed hole), which is situated
before the location of the measuring section for measuring the
filling level when viewed in the direction of flow. Said afflux
of air is in principle only indirectly coupled to the pulsator
frequency. On the contrary, the aeration opening is partially
meant to level the initially pulsed flow. The presence of the
aeration hole results in air being added to the milk. In general,
this air will have, for some time, an agitating effect on the flow
of' milk (which is now a two-phase flow) and especially on the
milk surface, in particular in the form of air bubbles, so that
the filling level will vary. If the aeration opening would get
obstructed, less or no more air will be added to the flow of
milk. On the one hand, this results in that the flow of milk, the
liquid surface will become calmer and will thus show less
variation, but on the other hand this also results in that the flow
as a whole will be more difficult or will even come to a
complete standstill. Although the variation in the filling level
is then very small, the possibility of a completely absent level
of liquid still exists, which is actually not an indication of a
malfunction but of an absence of liquid. However, if the
aeration opening is obstructed during a milking run, there is
indeed a presence of milk in the milk line, in other words there
is detected a filling level. And that combination is then an
indication of the obstruction, to which can be responded by
means of an alarm signal. The operator can then be alerted to
take corrective measures. One embodiment therefore com-
prises the emission of an alarm signal which comprises the
message that the aeration opening may be obstructed.

In one embodiment, the method comprises the continua-
tion of the milking according to a predetermined expected
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4

milking duration, in particular instead of on the basis of a
measured flow of milk through said teat cup. This is in par-
ticular of importance in those cases in which a flow of milk is
still detected, but in which that flow is so small, at least
smaller than could be expected on the basis of historical
values, that an at least partial obstruction of the aeration
opening is established. Since the milking then becomes more
difficult, and complete milking out then entails the risk of
inconvenience or teat damage, it is then safer to switch to a
milking regime in which the milking is not stopped when a
flow of milk is reached/has come below a certain level. For,
said flow of milk is determined on the basis of a filling level,
which filling level now decreases more slowly than normally.

Inparticular, the measuring of the filling level of the milk in
the milk line starts after a second period of time, which
precedes the first period of time, has elapsed and, more in
particular, this embodiment comprises the measuring of the
filling level during the second period of time, and the starting
of the measuring of the filling level during the first period of
time after the filling level measured in the second period of
time exceeds a predetermined threshold thereof. The intrinsic
starting variation, which, of course, is not relevant to the
method, is thus not taken into account. Alternatively, the
second period of time may also be a fixed period of time,
which can be carried out in an even simpler manner.

According to further aspects of the present invention, the
invention relates to a detection device for detecting a flow of
milk in a milk line which is connected to a teat cup having a
pulsator space and which has an aeration opening, wherein
the milk defines a filling level in a measuring section of the
milk line, wherein the detection device comprises a detector
which is configured to measure, during a first period of time,
the filling level in the measuring section of the milk line and
to emit a filling level signal, and a control member with an
input for receiving the filling level signal, which control
member is configured to determine a variation of the filling
level measured at least during the first period of time in the
form of an indicator number, and to compare the indicator
number with a predetermined threshold value, which thresh-
old value is indicative of the presence or absence of a flow of
milk in the milk line. Said detection device incorporates in
principle the same advantages as the method described above.
For this reason, the advantages and particularities already
mentioned above will, for the sake of brevity, not be described
again.

The invention also relates to an automatic milking device
for milking dairy animals such as cows, provided with at least
one teat cup and with a detection device according to the
invention, and to a computer program comprising program
instructions for carrying out the method according to the
invention when the program has been loaded in a computer.

BRIEF DESCRIPTION OF THE DRAWINGS

The features and advantages of the invention will be appre-
ciated upon reference to the following drawings, in which:

FIG. 1 shows in a schematic view a detection device
according to the invention, and

FIGS. 2A and 2B show schematically measured filling
level signals during a normal milking, and a milking in the
case of an obstructed air hole, respectively.

DESCRIPTION OF ILLUSTRATIVE
EMBODIMENTS

The following is a description of certain embodiments of
the invention, given by way of example only and with refer-
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ence to the drawings. FIG. 1 shows a detection device 1 and a
milk line 2, both in a schematic view. A teat cup is denoted by
3, a vacuum pump by 4, an aeration hole by 5, and a pulsator
by 6. A measuring section 7 contains milk 8 to a level which
is measured by filling level detector 9, connected to a control
device 10 and an alarm device 11. In this case, a part of the
milk line 2 that comprises the measuring section 7 is shown in
an enlarged view in the dashed line circle.

In the example shown, the milk line 2 has one side con-
nected to a teat cup 3 and another side connected, directly or
via further line portions schematically illustrated as 13, such
as a milk glass or vacuum buffer with milk-air separator, to a
pump 4. The pump 4 is, for example, a standard milking
vacuum pump. The teat cup 3 and the milk line 2 form part of
a automatic milking device 12, such as an automatic milking
robot. It should be noted that, in this case, ‘automatic’ relates
to the milking process sec. The connection of the teat cup(s)
or milk cup(s) can be carried out manually or also automati-
cally. During use of the milking device, the teat cup 3 is
connected to a teat (not further shown) of a dairy animal, in
particular of a cow. The pulsator 6 generates a pulsating
vacuum inside the pulsation space of the teat cup, which
pulsating vacuum periodically pushes the non-depicted liner
of the teat cup onto the teat. As a result thereof, a pulsating
milk transport from the teat of the dairy animal through the
milk line 2 to a not further shown milk reservoir is generated.
Pulsators, milk glasses, milk reservoirs, etcetera, are known
to one of ordinary skill in the art, and for sake of brevity are
not further discussed here.

In order to ensure a successtul transport of the milk, there
is provided an air supply opening 5 in the assembly of teat cup
3 and milk line 2. In particular, the air supply opening 5 may
be provided in or near a curved connecting part which couples
the teat cup 3 and the milk line 2 to each other. The air supply
opening itself may be provided with a conduit, in order to
provide the possibility to provide the air from elsewhere, in
particular from a clean environment at a distance from the
milking parlour. So-called leaking air can be supplied to the
milk line 2 via the air supply opening 5. After the teat cup 3
has been connected to the teat of the dairy animal, the teat cup
will discharge milk via the milk line 2. As a result thereof, the
milk line 2 will fill with milk to a certain filling level H, i.e. the
level of the milk surface in the milk line from a lower side of
the line. The level H is measured in a measuring section 7 of
the milk line. For this purpose, one or more measuring sensors
may be provided, such as optical sensors which operate on the
basis of the interruption of beams of light, conductivity sen-
sors which operate on the basis of conductivity measured
therebetween, etcetera. The thus measured filling level H is
transferred as a signal by the filling level detector 9 to the
control device 10. The latter processes the signal into an
indicator number, and subsequently compares it with a
threshold value. On the basis of the comparison, the control
unit 10 can decide whether or not to emit an alarm signal by
means of the alarm device 11. The latter can send a mainte-
nance message to a computer, mobile telephone or the like of
a managing person, or emit an acoustic, optical or otherwise
perceptible signal.

FIGS. 2A and 2B show the measured filling level signals
during a normal milking, a milking in the case of an
obstructed air hole, respectively. The (absolute value of the)
derived function is shown as well.

During normal use of the milking device, the milk from the
dairy animal is discharged through the milk line 2. Partially
by the pulsating action of the generated vacuum, but in par-
ticular also by admitting leaking air into the milk line 2 via the
air supply opening 5, a variation of the liquid or milk level H
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in the milk line 2 occurs. This is shown as the upper line in the
diagram of FIG. 2A, in arbitrary units. The absolute value of
the time-derived function is shown as a second line in the
lower part of the diagram.

Itis visible that the line, i.e. the filling level, has an irregular
pattern. This irregularity is caused by air bubbles, irregular
supply of air and, of course, also by irregular supply of milk
itself. This irregularity shows that there must be a flow. As a
measurement, this can for example be derived as follows.
During a period of time At, from t1 to t2, the signal is mea-
sured and the maximum and minimum values, H1 and H2,
respectively, are determined. A difference value AH is deter-
mined therefrom. In this embodiment, said difference value
should be above a certain threshold to be able to establish a
flow of milk. In other embodiments, the variation of H around
an average value thereof should be above a threshold value
during (At) In comparison with the former embodiment, this
has the advantage that a single not flow-related variation does
not give an impression of a flow.

Alternatively, it is possible for example to look at the
(absolute value of the) time-derived ABS (dH/dt). This func-
tion should then have for example a maximum above a thresh-
old, or an average value above a threshold, etcetera. All these
embodiments and their geometric equivalents serve to estab-
lish a flow.

As a start time tl, it is possible to look at a time at which a
certain start level HO is exceeded. In FIG. 2A, this is point of
time t0+At,,,,,. This time At_ serves to obtain a relatively
stable situation, although an earlier start would also be pos-
sible, for example by adjusting HO. The selection of t2 can be
determined by the desired reliability and/or reaction speed. If
a very quick reaction to possible flow irregularities is
required, At will be selected as a small one, but if, on the
contrary, a high reliability is required, At will be selected as a
large one.

FIG. 2B shows another diagram, in the case of no flow. The
filling level signal is shown again as an upper line, with the
absolute value of the derived function shown therebelow, also
in arbitrary units. It is clearly visible that almost no variation
occurs after the starting up. In this case, the maximum varia-
tion in the filling level signal H (AH) is much smaller, and also
the derived function has considerably smaller values. It will
be obvious that, in this case, “no flow” should be established,
and that an alarm signal can be generated.

Itis pointed out that “no flow” can still mean two things, i.e.
1) there is no flow because milk is not present anyway, or 2)
milk is present indeed, but does not flow. In the first case, in
addition to a too small variation, a very low filling level signal
will be measured. A possible alarm signal may then be an
indication of an obstruction in the line, which obstruction is
located before the measuring section, or may be an indication
of'an absence of milk supply, for example owing to a wrongly
connected teat or the like. In the case of 2) there is indeed a
filling level signal, for example above a second threshold such
as HO, but there is neither a flow. This is, for example, an
indication of an obstructed aeration opening.

Further modifications in addition to those described above
may be made to the structures and techniques described
herein without departing from the spirit and scope of the
invention. Accordingly, although specific embodiments have
been described, these are examples only and are not limiting
upon the scope of the invention.

What is claimed is:

1. A detection device for detecting a flow of milk in a milk
line which is connected to a teat cup provided with a pulsator
space and which has an aeration opening, wherein the milk
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defines a filling level in a measuring section of the milk line,
wherein the detection device comprises:

adetector which measures, during a first period of time, the

filling level in the measuring section of the milk line and
emits a filling level signal, and

a control device with an input for receiving the filling level

signal, which control device determines a variation of
the filling level measured at least during the first period
of'time and provides an indicator number, and compares
the indicator number with a predetermined threshold
value, which threshold value is indicative of a presence
or absence of a flow of milk in the milk line.

2. The detection device according to claim 1, wherein the
first period of time amounts to at least 20 seconds.

3. The detection device according to claim 1, wherein the
indicator number is one of the maximum variation, the vari-
ance or the standard deviation of the filling level measured at
least during the first period of time.

4. The detection device according to claim 3, wherein the
filling level measured at least during the first period of time is
divided by an average of said measured filling level.

5. An automatic milking device for milking dairy animals,
provided with at least one teat cup and with a detection device
for detecting a flow of milk in a milk line which is connected

8

to the at least one teat cup, which at least one teat cup is
provided with a pulsator space and has an aeration opening,
wherein the milk defines a filling level in a measuring section
of the milk line, wherein the detection device comprises:

a detector which measures, during a first period oftime, the
filling level in the measuring section of the milk line and
emits a filling level signal, and

a control member with an input for receiving the filling
level signal, which control device determines a variation
of the filling level measured at least during the first
period of time in the form of an indicator number, and
compares the indicator number with a predetermined
threshold value, which threshold value is indicative of
the presence or absence of a flow of milk in the milk line.

6. The automatic milking device according to claim 5,
wherein the control member of the detection device emits an
alarm signal ifthe indicator number is smaller than the thresh-
old value and the filling level measured.

7. The automatic milking device according to claim 6,
wherein the indicator number is smaller than the threshold
value and the filling level averaged during the first period of
time is above a filling level threshold value.
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